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 Underground Electric Service Checklist – Western Resources SS 45.0 Standard 

Address:  Contractor:  Permit #  The following checklist is not allThe following checklist is not allThe following checklist is not allThe following checklist is not all----inclusive.  Other code related requirements may be included in this inspectioninclusive.  Other code related requirements may be included in this inspectioninclusive.  Other code related requirements may be included in this inspectioninclusive.  Other code related requirements may be included in this inspection 

OK 

Yes No  n/a 

     

This is typical in the new 

Subdivisions 

OK 

Yes No  n/a 

     

Is the meter can mounted at the 

correct height? 

 

OK 

Yes No  n/a 

     

250.52 Is the system properly 

bonded to the rebar steel or a 

ground rod? 

 

OK 

Yes No  n/a 

     

250.66 Is the Grounding electrode 

conductor the correct size for the 

service? 

 

OK 

Yes No  n/a 

     

310.15 (B) (6) Are the conductors 

properly sized for the service? 

 

 

OK 

Yes No  n/a 

     

110.26 (A) (1) Does the meter and 

panel locations have the proper 

clearances? 

 

OK 

Yes No  n/a 

     

250.52 Is the system properly 

bonded to the rebar steel or a 

ground rod? 

 

OK 

Yes No  n/a 

     

250.66 Is the Grounding electrode 

conductor the correct size for the 

service? 

 

 

OK 

Yes No  n/a 

     

310.15 (B) (6) Are the conductors 

properly sized for the service? 

 

 

OK 

Yes No  n/a 

     

SS-45.0 & 330.5(J) Has a “Slip 

Fitting” been installed on the Riser 

Pipe(s). 
 

DRAFT 
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OK 

Yes No  n/a 

     

SMC Sec. 8-153 Do the Service 

Entrance Conductors exceed 10ft. 

lug to lug?  Over 10ft of service 

entrance conductor measured from lug 

to lug requires a disconnect. 

 

 

OK 

Yes No  n/a 

     

250.50 Has a grounding electrode 

system and conductor been installed 

per following requirements?  

Currently we only require the listed 8ft 

rod with an appropriately sized 

grounding electrode conductor.  Use 

Table 250.66 for proper sizing of the 

conductor, (#8awg for a 100A service, 

#6 for a 200A service). 

 

 

OK 

Yes No  n/a 

     

110.26 (A) (1) Does the meter and 

panel locations have the proper 

clearances? 

 

 

OK 

Yes No  n/a 

     

 

OK 

Yes No  n/a 

     

 OK 

Yes No  n/a 

     

 

Notes: 

  
Date   Inspector   

 


